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SURUGA
SEIKIPIm 1. Notes

Please stop the measurement before operating.

QK

The setting tool not usable during H410 series measurement.
Please use after moving to the setting screen
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SURUGA _ :
SEIKI 2. Preparation-PC network settings (IP address)

To establish the connection between the PC and the H410 series, set the network settings
(IP address) on the PC side. (* Supported OS: Windows10)

Network settings

Ethernet cable . . Monitor cable
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@ When hardware connection is complete, go to Control Panel> Network and Internet> Network
and Sharing Center
@ Press "Ethernet"
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SURUGA _ :
SEIKI» ™ 2.Preparation-PC network settings (IP address)
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@ Click "Properties"
@ Make sure that "Internet Protocol Version 4 (TCP / IPv4)" is checked and selected
@ Click "Properties(R)"
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SURUGA

SEIKI» ™ 2.Preparation-PC network settings (IP address)

A UF—Fy b FORI (-3 4 (TCP/IPva) D FO/ T

b

=

FybI-STIDEENR- N TVAEERE. IP SEESBMICENET 3ILAT
59, - TOENMESE. RYFD-JEES(CEDE P EEERVEDET
el

O IP PRLAZEEHIICEET 3(0)

@D | @ =0 rFRLREESS:
IP FELA(D: @ | 192 . 168 . 0 . 99 |

#F 5k TR (LR | 255 . 255 . 255 . O |
|

F2aNE T -k zA (D) |

DNS #-/(-OTFLAE BB -EET3(E)

@ | ® =0 ONs #-/-0TRLAEES E:
&4 DNS #-/(-(B): @\ - - - |

{2 DNS #-/1-(A) | . ] |

O&ETEICEEEERTTIL S=EETE()..

®

Fovtl

RN

[Setting Example]

IP Address (I) : 192.168.0.99
Subnet mask (U) :  255.255.255.0
Default gateway (D) :Blank

Check "Use the following IP address (S)"

Enter "IP address (I)", "Subnet mask (U)", and "Default gateway (D)" referring to above [Setting example]
Check "Use the following DNS server address (E)"

No need to enter "Priority DNS server (P)" and "Alternative DNS server (A)"

Click "OK" to complete the IP address setting
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SURUGA | | |
SEIKIPP™ 3. Preparation --H410 Series System Settings (IP Address)

In order to establish the connection between the PC and the H410 series, configure the Ethernet
settings (IP address) on the H410 series side.

Ethernet settings

| \ ' Ethernet cable Monitor cable
<« || * ¢

@ After starting the H410 series, touch "Settings"
on the measurement screen
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SURUGA | | |
SEIKIPP™ 3. Preparation --H410 Series System Settings (IP Address)

Settings 1. Default o] @
s I—E‘CD YiT Touch the tab “system settings”

620 @ LD Adjustment @ Enter the Ethernet "IP Address", "Subnet Mask", and "Default

] Auto Gateway" by referring to the [Setting example] below
it BRover 100 @ Touch "Save" to complete the IP address setting
Trigger Mode

External
- Interval [msec:

JeLight Source

External Internal

B Save > Run

Configuration
Result Qutput
Hece Off v [Setting sample]
Interface IP Address : 192.168.0.100
2 Ethernet Subnet Mask :  255.255.255.0
PAGdess 192 168 0. 100 Default Gateway : 0.0.0.0
ONSEMBK 125512551255, 0 ¥If the value is not duplicated with the IP address on the PC side
oil off of o (example: 192.168.0.99) set in the previous section, it can be setin
- Port Number the range of 192.168.0.xxx (xxx = 1 to 254).
Command: 8000
Data Output:
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SURUGA
SEIKID—

4. How to start Tool (this package only)

@ OPEN "H410_HPU_UpDatePackagel > T 77y 75 —bkY—Jb_UpDateToolJ > I Application
@ Double Click on “SettingTool.exe” to execute the setup_tool
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H410_HPU_F

YIT-ST-T@P) > PyIT-RY-)l_UpDateTool > Application >

EE
ja

[ SettingTool.exe I 2 KB
@ ¥ SettingTool.exe.config 1KB

& SettingTool.pdb 466 KB

|| Suruga.Platform.Backup.dil TKB

& Suruga.Platform.Backup.pdb 6 KB

| | Suruga.Platform.Backup.xmil 7KB
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SURUGA
SEIKID—

5. Tool screen description

Setup Transfer Tool 1.0.0

SURUGA
SEIKIpD—
Device List Device Info
HPU-1000 . P
2102 .168.0.100 192 168.0.100 Firmware Update <
70-b3-d5-9f-e0-25
00.01.00.05

T
LAC Settings
. Default
. Default
Default
. Default
. Default
. Default

Add Remove Download Settings Upload Settings

{k A A A

® @ @
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SURUGA

SEIKIF— 5. Tool screen description
@ Device List : Lists each device by IP address.
@ IP address : The IP address added in Q) is displayed
@ Add button : Add an IP address
@ Remove button : Delete the added IP address
® Device Info : Displays the device information of the selected device
® LAC Settings : Displays the "setting file" name on the H410 series
@ Download Settings button : Download the setting file on the H410 series
Upload Settings button : Upload the setting file on the H410 series
@ Firmware Update button : Update the H410 series IPU firmware
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SURUGA _ . .
SEIKI»— 6. Tool Operation Instructions-Add Device

Press “Add” button

Enter the IP address set in the previous section
"Preparation H410 Series System Settings (IP
Address)" and click the "OK" button

@ The IP address added to the "Device List" is displayed

Device List Device Info

(SIS

LAC Settings

@ Add Remove

Add Network Device
IP Address
Device List Device Info
@ | L[ 192. 1e8).| of.[ 100 ®

LAC Settings

v

Add Remove
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SURUGA

SEIKI» 7. Tool operating instructions — delete device

Device List

Device Info

192.168.0.100
192.168.0.101
192.168.0.102
192.168.0.103

192.168.0.105

Disconnected

LAC Settings

Add

Remove |

Remove Netw

ork Device

Following device will be removed:
192.168.0.105

Are you sure you want to remowve it?

@

FrvEl

@EISIC)

deleted

Device List

192.168.0.100
192.168.0.101
192.168.0.102
192.168.0.103

@ 192.168.0.104

v

Choose “Device List” and push “Remove” button
Press “OK” button

The IP address selected from the "Device List" will be

Device Info
Disconnected

LAC Settings
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SURUGA . . . .
SEIKIP»— 8. Tool operating instructions — device connection

. . -
Device connecting screen Device unconnected screen
G G-
> 173 » 73
v
K K1
@ Device List Device Info Device List @ Device Info
HPU-1000 Bl Undat Disconnected
192.168.0.100 192.168.0.100 TroTElRs Blpaies 192.168.0.100
70-b3-d5-9f-e0-25
00.01.00.05
LAC Settings LAC Settings
1. Default
2. Default
3. Default
4. Default
5. Default
6. Default
Add Remove Download Settings Upload Settings Add Remoaove

<)

To connect to the device and start communication, select the IP address in the
"Device List"

After connecting the device, if communication starts normally, the information will be
updated in "Device Info" and "LAC Settings"

If the device is not connected, "Disconnected” is displayed in "Device Info"
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SURUGA . . :
SEIKI» ™ 9. Tool operating instructions — reconnect device

Al
[
»

=

@ Device List Device Info
HPU-1000

192.168.0.100 192.168.0.100 Firmware Update
70-b3-d5-9f-e0-25
00.01.00.05

LAC Settings

. Default
. Default
. Default
. Default
. Default
. Default

(ST, N FE I N

Add Remove Download Settings Upload Settings

@ If you want to reconnect the device or update the information in "Device Info" and
"LAC Settings", select the IP address in "Device List" again
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SURUGA

SEIKI» 10. Tool operating instructions-download configuration file

G- g y @
K1)
&« v « Release Ver0.0.4 » 1921680100 v O b
Device List Device Info EE v FLLIA NS~ - @
102.168.0.100 Firmware Update wronrnfll e = ]
70-b3-d5-9f-e0-25 — BEEHI—HTIESREYSHA
00.01.00.05 ]
B 3DATIT!
¥ Fovo-f
> W 72Ty T
B Frauh
=| E9Fy
LAC Settings B e
1. Default I
2. Default HSOSC) v ¢ >
3' giﬁ:ﬁ 77411 (N): | LacSettings.lac .
5: Default T4 LOBE(D: | LAC Settings File (*.lac) -
@ 6. Default
A TANS-0¥ES oyl
Add Remaove Download Settings Upload Settings
@ To download the setting file set in the H410 series, click the "Download Settings"
button.
@ Set the file name with any name and click the "Save (S)" button to save the file in the
folder * with the .lac extension
% A folder is automatically created with the name of the connected Device List
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SURUGA

SEIKIPP™ 11. Tool operating instructions-upload configuration file

B B
I:"I Lia. i <« Release Ver0.0.4 » 192.168.0.100 v O 192.168.0.100MD#& 5 2
EE v HLUTALS- =~ [ @
Device List Device Info A EE - &8 H4%
N & 0499 FIEA
195 168 0. 100 I:gé} 11608??].100 Firmware Update - | | LacSettings.lac LAC F74 )l 17 KB
70-b3-d5-9f-20-25 v ERK
00.01.00.05 P 0 ATV
¥ F9v0-F
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LAC Settings B
1. Default D T3-uwg
2. Default » 52 0S5(C)
3. Default v
g' geia”:t T74 L& (N): | LacSettings.lac v| | LACSettings File (*1ac) v
. Defau
6. Default =)} Footll
Add Remove Download Settings | Upload Settings

To upload the setting file to the H410 series, click the "Upload
Settings" button

Select the .lac extension — click the "Open (O)" button

will be asked if you want to overwrite the system settings at the
same time %, so check it if you want to overwrite it

By clicking the "OK" button, the setting file will be uploaded to the
H410 series

% Other than network related settings (IP address, netmask,gateway)

® o6

X
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‘O' Uploading file:

C:¥SetupTransferTool_Ver.0.0.4¥Release Ver.0.0.4¥192.168.
0.100¥LacSettings.lac

to
IPU: 192.168.0.100

Are you sure you want to proceed?

I [0 Overwrite system settings. I

g
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SURUGA . . .
SEIKIP 12. Tool Operating Instructions-Firmware Update

Device List

192.168.0.100 192.168.0.100

Device Info
HPU-1000

Firmware Update

70-b3-d5-9f-e0-25
00.01.00.05

A 4

LAC Settings
1. Default
2. Default
3. Default
4. Default
5. Default
6. Default

Remove Download Settings Upload Settings

e v
E

ZE v FLWTALS - Gy O @

& 74y 7 FIER
I rc
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< H410_HPU_TYF7- MO T-S@p) > PyTF-RU-N UpDateTool > Verl 2.1 UpDatefile »p

LA ) =2

SS_updateFile_00_.01_02_01.dat

e a—
T4 &N | Ver00_01_00_00.dat : Firmware Image File (*.dat) ~

Attention: the firmware (embedded software) for ver1.2.1 update
file is in “Ver.1.2.1_UpDateFile” in the “H410 HPU update
package”.

@

@
&)
@

To update the H410 series IPU firmware, click the "Firmware
Update" button

Select the .dat extension for firmware update prepared in
advance — Click the "Open (O)" button

A confirmation screen will be displayed. Click the "OK"
button to start the firmware update

When the restart request screen is displayed, click the "OK"
button and then restart the H410 series to complete the
firmware update
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Firmware Update

Following device will be updated.
! IPLY: 192,168.0.100

Current Firmware: 0.1.0.1

Mew Firmware: 0.1.0.1

Are you sure you want to proceed?

Mate: Do not turn off the device while updating.

<)

el

Firmware Update

Firmmesare has been updated.
Please restart the device.
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